Direct-to-Film (DTF) Print Service 
WE PRINT * YOU HEAT PRESS
Our main AIM is to provide high-quality DTF (Direct-to-Film) transfers that are ready for you to heat press, while maintaining affordability. We are here to support screen-printers, embroiderers, brand owners, branding and heat transfer vinyl companies as, well textile and label manufacturers. 
We offer a print solution by providing an affordable apparel branding option, combined with reliability, unmatched quality and high productivity – without setup fees. Bring your branding back in-house to support and service your client! 
Direct to film (DTF) printing is a unique printing technology that involves printing designs onto special PET films for transfer onto garments, sportswear, bags, umbrellas etc.  We offer a commercial system that prints onto a 600mm wide roll film. We aim for a 24-hour turnaround!
This is a heat transfer process that has the ability to last as long as traditional silkscreen or DTG prints. Once heat pressed the soft water-based ink is transferred to the garment in just 15 seconds.
DTF printing can lead to many more product offerings for your client:
● Sleeves, Hats and Nape – fast and easy to apply with DTF prints. Adds value to your print service
● Canvas Shoes – a multi colour print in seconds
● Aprons – complete an order without minimums and expensive setup costs
● Safety Vests – easy way to brand safety vest with multi colour prints/logos
● Polyester – you can apply DTF prints to 100% polyester
● Neck Labels – label your own brand in seconds 
● Names and Numbers – multi colour or the traditional one colour prints. No weeding and fast turnaround
ARTWORK SPECS
· Acceptable file types: pdf, png, tif, jpg
· Send your artwork at 300 – 900 dpi
· Send your artwork at the exact size you want it printed. 
· Save your artwork as a RBG file. If you send a CMYK file it will be converted to RGB.
· Spot colour artwork will be converted to RGB.
· Remove the background. If you do not want the background around your image to be printed, remove it, otherwise it will be printed.
HEAT PRESS
1st Press:	10 seconds at 150oC and simply peel off the transparent film.

2nd Press:	Cover the printing area with a Teflon sheet and press again for 5 seconds at 150oC.

We courier World and Nationwide.

If you would like a sample transfer to heat press yourself, or if you would like further information, please email us on info@dtfprinting.co.za  or call 021-511 6757.
